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APPEARANCE OF WINDOW FROM INSIDE 
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SHOWING UPPER AND LOWER SCREEN IN OPERATION 
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FLY SCREENS 


HE introduction of fly screens is of 
TT comparatively recent date, and yet 
there are few, if any, devices that 
contribute more to the comfort and 
health of modern life during the 
period of the year in which insect life is 
nurtured. 


In addition to comfort, science has proven 
there is no better medium for the transmis- 
sion of disease than flies and mosquitoes— 
in fact, this has been so conclusively estab- 
lished that some states have recently appro- 
priated large sums of money for the purpose 
of at least partially exterminating these 
pests. 


DEVELOPMENT 


Fly screens have been crude and unsat- 
isfactory. As the demand has grown, in- 
creased attention has been given to perfect- 
ing them. 

Their evolution may be said to have 
started from the ordinary mosquito bar 
tacked on the outside of the window frame. 
This, besides being always unsightly and 
easily torn, made it impracticable to clean 
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APPEARANCE OF WINDOW FROM INSIDE 
SHOWING HAND RINGS AND BOLTS TO RELEASE SCREEN 
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windows, lasted only for a few months, as, 
unprotected, the weather soon rotted it. 


Next followed the adjustable wire screen 
with wooden frame— awkward to handle, 
always in the way, and having to be re- 
moved whenever the window was closed. 
The lasting quality of this was not much 
greater than that of the mosquito bar. 


Then came the sliding screen, also of 
wire mesh tacked to a wooden frame, and 
attached by a track or runner to the window 
frame. This screen, while an improvement 
on the others, has a number of serious ob- 
jections. If placed inside the sash, as is 
necessary if there are outside shutters, the 
screen has to be raised and held before the 
sash can be lifted — usually a difficult feat. 
If runner is placed outside of sash, the wire 
spreads and rusts from exposure to the 
weather, unless of the best copper wire. 
The cleaning of windows is practically im- 
possible, or at best neglected. 


With all of the above mentioned screens, 
the obstruction of light and view, whether 
the screen is in operation or not, is a very 
objectionable and vexatious matter and un- 
avoidable during the whole summer season 
without regard to the temperature, as they 
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WHERE THERE ARE NO OUTSIDE SHUTTERS 
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all, when once placed on a window, have to 
remain there until stored for the winter. 


THE AMERICAN AUTOMATIC 
ROLLER SCREEN 


With our Automatic Roller Screens the 
foregoing objections and defects are elimin- 
ated, and several features not before attained 
have been added. 

They can be attached to o/h upper and 
lower sash, which allows the upper sash to 
be partly lowered and the lower one partly 
raised, thereby obtaining perfect ventila- 
tion, as shown on following illustrations. 

Shutters are not interfered with, whether 
inside or out. 

When the window is closed, the screen 
automatically conceals itself under a metal 
hood, attached to the sash rail, thus remov- 
ing all obstruction to light or view — a very 
important consideration on a dull or rainy 
day. 

Being protected by the hood, our Screens 
can remain on the window during the winter, 
avoiding the annoyance and expense of re- 
moval and the space occupied for storage. 
The space now used for the storage of the 
ordinary screen is of great moment in a 
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APPEARANCE OF WINDOW FROM INSIDE 
SHOWING STYLE OF UPPER SASH SCREEN USED IN 
CONNECTION WITH OUTSIDE SHUTTERS 
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residence, while with hotels it has practi- 
cally debarred the use of screens. 

The automatic feature is again of value 
when a window is to be cleaned. <A very 
simple device releases the screen, and allows 
it to roll itself under the hood. There being 
no obstruction, the cleaner may sit on sill 
and clean the window. 


EASY 10 PUTJON 


The equipment of a window with our 
Screen is extremely simple. Any man that 
can drive a screw can attach it, and a child 
strong enough to raise a sash can operate it. 

Our Screen can be supplied to fit any 
window. All the parts are manufactured by 
tools especially designed, so that all similar 
parts are identical, which enables us to ship 
any size from stock on short notice, and also 
to furnish duplicate parts at once, should 
any accident occur. 

The Screen is so simple in construction 
that it can be entirely taken apart and re- 
assembled by anyone in a few minutes. 


MESH 


Style A—The mesh is made of special 
copper 14 point wire. 
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Style B—The mesh is composed of a high 
grade lisle thread, dipped in a special 
preparation, and dried by patented machin- 
ery, thoroughly protecting it against decay, 
and making it waterproof. It has the ap- 
pearance of wire, but does not rust. 


FINISH 


The metal parts, including side strips, 
are copper plated, thereby preventing rust. 
After attaching, they can be «painted to 
match window frames. | 


MEASUREMENTS REQUIRED 


In ordering, only two dimensions are 
necessary for us to know for each sash. 
For lower sash, the exact distance between 
parting strips, per line ‘‘B”’ of cut on page 
10, and height from sill to bottom of upper 
sash, per line ‘‘A,’’ care being taken to see 
that said sash is pushed up as far. as it 
will go. 

For upper sash, exact. width and. height 
of sash, being careful to state whether win- 
dows have outside shutters or not. 
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